
 

  
 

 
 

V8 FLUID PUMPING UNIT 
 

 
Description:    Skid mounted, self contained, diesel driven pump unit capable 

of servicing all aspects of oilfield work. 
 
Operation:   Can be used to pump all types of fluids used in oilfield 

operations from 0.1 to 8 barrels per minute. 
 
Engine:  Detroit 8V92TA Diesel, 500 hp, Zone II.  Drives main pump, 

centrifugal boost pump, and a 12CFM air compressor. PTO 
drives an auxiliary system to power additional equipment. 

 
Pumps:   Main pump: SPM 600 Triplex Pump capable of 10,000 psi 
  Centrifugal pump: Hydraulically driven Mission Magnum for 

main pump feed or independent use.  
    
Dimensions: 5000(L) x 2500(W) x 2600(H).  GWT 12.0Te 
 
Control:   Sealed, enclosed control panel to allow for commissioning, 

start-up and condition monitoring. 
 
Feedback:   Martin Decker chart recorder and Halliburton Flow analyser. 
 
Safety:    Full engine monitoring and engine shutdown systems. 
 
Environmental:  Skid floor includes drip pans and drain ports. 
 
Certification:  Det Norske Veritas (DNV) 2.7-1 and BP 200 certified. 
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